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Tips  
for Creating  
Photo Wall Murals

To help you get the best results when using 

inkjet-printable materials from LexJet to create 

photographic wall murals, we have developed 

this three-part series of guidelines and tips. In this 

document, we’ll discuss how to choose images 

and materials, present tips for resolution, wall 

measurements, printing, wall preparation, and 

installation. If you have additional comments and 

tips, we would appreciate your input.
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Wall murals aren’t new. From the cave paintings in Lascaux, France 
to the perfectly preserved frescos of first-century Herculaneum, 
mankind has been painting decorations, landscapes and visual narra-
tives on indoor walls in an effort to transform the indoor ambiance. 
Today, leveraged by large-format inkjet printing technology and ma-
terials optimized for image reproduction, large-scale “environmental 
graphics” are growing in popularity among retailers, architects, ho-
tels, restaurants, museums, interior designers and homeowners. 

Creating and installing a wall mural is easier now than when fres-
coes were created by applying earth pigments directly to wet lime 
plaster; however the process still requires attention to detail in every 
phase of the process. Taking a methodical approach will inevitably 
pay off in terms of minimizing waste and do-overs. 

Choosing an Image
This phase of the project can be challenging, because there are so 
many creative possibilities and perspectives to consider. 

Sources: In many cases, the client will provide the image to be 
used in a wall mural. In retail environments, for example, the image 
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Companies such as Creative 

Wallscapes partner with 

professional photographers 

to produce photo murals 

that establish more pleasant 

and productive surrounding 

in corporate offices.

will be selected to support the department theme or brand, but al-
ways with the ultimate objective of increasing sales. Some beverage 
wholesalers have started using brand images to produce wall murals 
for convenience-store clients who want a more attractive, permanent 
alternatives to POS signs. 

Murals for offices and other types of commercial and public spaces 
may be chosen to support an architectural vision or create a pleas-
ant atmosphere. For these types of jobs, some print-for-pay graphic 
producers can assist the client in image selection, because an expe-
rienced graphic producer knows what types of images have worked 
well for similar projects. These images can come from specialty stock 
photography services or through partnerships with professional 
photographers or designers.  

Some of LexJet’s professional photography customers have started 
converting some of their own archived images into wall murals or are 
teaming up with print shops that offer mural-printing and installa-
tion services. In many cases, these are small-scale projects for local 
medical offices seeking to put patients at ease or for coffee shops, 
bars, and restaurants that want to create a particular ambience.

Using images captured by an experienced professional is highly rec-
ommended because image flaws that are not visible in small prints 
become glaring imperfections when enlarged on a grand scale. It is 
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rare that an amateur photo image will translate into a high-quality 
wall mural no matter how much the client might wish that were so. 

Subject Matter: Although image selection is subjective, there are 
some reasonable questions that can be asked to help guide the pro-
cess. Instead of simply asking: “What image should we use here?” 
consider rephrasing the question to get more effective results. 
For example:

 ■ What do you want this space to accomplish? 

 ■ What is the “purpose” of the image? Is it to motivate, to relax or 
perhaps to distract? 

The answer to these questions can be useful in suggesting image 
themes or categories. A peaceful waterfall may help put adult medi-
cal patients at ease, while a pediatrician may be more interested in 
bright colorful graphics to occupy the attention of younger clients. 

Another question, related to the first but asked from the opposite 
direction, is: 

 ■ What does the space want to be? 

In other words, consider the characteristics of the entire space. 

 ■ What are the area dimensions, the height of the ceilings and the 
lighting conditions? 

 ■ Do these conditions require an image to make the space seem larger, 
maybe an extension of the outdoors, or make a huge space more 
human-sized? 

A peaceful waterfall may help put adult medical 
patients at ease, while a pediatrician may be 

more interested in bright colorful graphics to 
occupy the attention of younger clients. 
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 ■ What about existing windows? Will the image be consistent with 
the view? 

A related factor is viewing distance, which also affects the file-size 
requirements of your source image. Obviously, greater viewing dis-
tances allow you to get away with more (meaning less) in terms of 
image size.

Context:  Part of the mural planning process is to understand the 
context in which the image will be used. Because wall murals are 
increasingly used in conjunction with visual merchandising, the de-
signer may want to add to the illusion created by the image by using 
other physical components. One obvious example is creating a win-
dow effect, which requires adding faux hardware such as sashes and 
mullions, or perhaps even installing drapery.  While this is normally 
the responsibility of the architect, designer or merchandiser, it may 
impact the overall preparation for the print as well as the installation. 

Choosing the Media
Another consideration connected to the image is choice of print me-
dia. LexJet offers a wide selection of wallcovering materials and ad-
hesive-backed fabrics and vinyls that can be used to produce murals. 
Each media has its own set of aesthetic and installation properties. 

Pro Digital LLC used 

laminated, inkjet printed 

panels of LexJet Simple 

Flo Wrap Vinyl for this 

kid-friendly mural in the 

Hawaii Children’s Discovery 

Center.
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For example, the materials have different surface textures, whiteness 
levels, and opacities that can affect the overall look of the murals. 

LexJet WallPro™ by York is a line of bright-white, textured wall-
coverings that are designed for producing optimal color gamut and 
image quality on materials designed for installation with traditional 
wallpaper paste. Because WallPro™ by York materials are manufac-
tured specifically as wallcoverings, they have the thickness, texture, 
and opacity needed to fully disguise most underlying imperfections.  

WallPro™ by York can subtly change the natural aesthetics of the 
image, depending on which texture is chosen: Canvas, which looks 
like a finely woven art canvas and is ideal for use in museums, restau-
rants, or hotels; Velvet, with its smooth, softly textured surface often 
used in corporate, healthcare, or retail facilities; or Pebble, which 
has the strongest finish and works well to provide significant texture 
behind images with softer details. LexJet WallPro™ by York is com-
patible with low-solvent, solvent, and UV-curable printers.

LexJet Print-N-Stick Fabric is a versatile product that produces rich 
colors and true photographic images on a smooth finish. This print-
able, self-adhesive fabric is simple to apply and works on a wide 
range of flat surfaces. It is rip-, wrinkle- and stretch-resistant, mak-
ing it an easy choice for full wall murals or cut out contoured images 
that can be applied and repositioned or removed with no residue left 
behind. LexJet Print-N-Stick Fabric is compatible with aqueous, 
low-solvent, solvent, latex and UV-curable printers. 

HP PVC-free Wall Paper is a top environmentally friendly choice 
that’s FSC certified to come from well-managed forests, is made 
of 10 percent recycled base paper from post-consumer waste, is 
UL GREENGUARD GOLD Certified, and is also mildew- and 

LexJet offers a wide selection of wallcovering 
materials and adhesive-backed fabrics and 
vinyls that can be used to produce murals. 
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flame-resistant with Class A approved fire certification. This PVC-
free alternative offers an ultra-smooth finish for wall murals that last 
up to 20 years when away from direct sun. The prepaste comes with 
HP’s warranty for clean removal. HP PVC-free Wall Paper is com-
patible with latex, low-solvent, and solvent printers.

Photo Tex PSA fabric is a lightweight, printable fabric backed with 
a repositionable adhesive that sticks to flat, non-porous wall surfaces 
and removes easily. Print-shop staff won’t need any specialized train-
ing to install smaller-scale wall murals printed on Photo Tex PSA. 
The surface of the fabric doesn’t reflect glare from lights in the room 
in which the mural is installed. Photo Tex PSA is compatible with 
aqueous, low-solvent, solvent, latex, and UV-curable printers.

LexJet Simple MTS Adhesive Vinyl can be used to produce wall 
murals on surfaces that don’t work well with traditional adhesives, 
such as rough-textured concrete. It can be used to post murals and 
other public art in outdoor spaces. Depending on the surface, the 
vinyl removes easily for up to a year, but can hold a mural in place for 
up to five years. LexJet Simple MTS Adhesive Vinyl is compatible 
with latex, low-solvent, solvent, and UV-curable printers.

Vinyl wall murals (also known as “wraps”) are typically installed by 
individuals with specialized training in vinyl-graphics installation.

If you are a graphics producer who wants advice on which material 
to use for a specific project, call LexJet at 800-453-9538.

If you are a designer seeking expertise in selecting images for wall-
mural designs or an experienced professional photographer who 
wants to license high-quality images for wall murals, a LexJet cus-
tomer specialist can refer you to some customers who specialize in 
producing image-based murals.

If you have any additional suggestions related to image selection, 
send them our way!
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Part 2 Wall Measurements  
and Image Resolution

In Part 1, we talked about image and material selection. Part 2 cov-
ers wall measurements and image resolution. In Part 3, we’ll discuss 
printing, wall preparation, and installation. Taking a methodical ap-
proach will inevitably pay off in terms of minimizing waste and the 
need for do-overs. If you have additional comments and tips you’d 
like to share, we would appreciate your input.

Although we might have discussed image resolution in Part 1 when 
we talked about image selection, you can’t determine image resolu-
tion until you know: (1) how big the mural needs to be; and (2) from 
what distance most people will view the mural. 

Accurate wall measurements are critical, not only in determining 
your image file-size requirements, but also in preventing problems 
during installation.  The overall size and use of the room will deter-
mine from what distance the mural will typically be viewed.

Measuring the Space
If possible, visit the site where the mural will be installed and mea-
sure the wall yourself. Visiting the site will give you an overall sense 
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of the space and alert you to any installation obstacles that may need 
to be resolved later.  

It’s not enough to simply measure the height and width of the 
wall.  You must measure all four dimensions of the installation 
background. Even in newly constructed buildings, you can’t count 
on the intersections of the walls with the ceilings and floors to be 
level, or the intersections being square or parallel with the opposite 
edge. If any of these dimensions turn out to be off by much, you may 
need to consider ways to compensate for the visual dissonance that 
might appear in the installed mural. 

How you do that will depend on the nature of the room or back-
ground wall and how the mural will fit into the overall area. The 
challenges of installing the mural with a border around the perim-
eter are different than challenges that may arise when installing the 
mural all the way to each edge of the space. 

If you plan for the print to be installed flush (right up to the edges 
of the wall areas), you need to set the overall mural size to print 
slightly larger than the total room dimensions by about ½ in., 
creating what amounts to a bleed. This process requires extra at-
tention to detail in the initial stages of installation, as it is imperative 
that the first (upper left) panel be applied level, and positioned so 

Photographer Kent Foster 

of Fostergraphs printed 

some of his images on 

LexJet WallPro SUV to create 

this tranquil environmental 

mural.
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that the vertical and horizontal continuation will always cover the 
edges of the area.

If your mural will not take the entire space, then it is important 
to determine whether or not the edge dimensions are level 
(meaning level to the earth). If it isn’t, you need to see how far off 
it is and determine how much you care. The potential challenge here 
is that if the top edge of the mural is installed level, but the inter-
section of the top of the wall and the ceiling is not, there will be an 
uneven border at the top.  This may not bother you or your client; it’s 
simply a matter of how high the standard is.

You may decide it’s a better idea to apply the mural so that the up-
per edge is parallel to the intersection of the wall and ceiling but not 
technically level to the earth. The eye is likely to believe this illusion, 
but the solution can also cause further problems if the edges of the 
wall are not square with the ceiling intersection. 

The point of mentioning these various scenarios is to emphasize that 
you can’t take for granted that the dimensions of the room will be 
perfect and you need to decide on your strategy before you go further. 

Ultimately, the easiest and safest policy is to use your level to create 
an absolute and square starting point for the first panel in the up-
per left area, and use that as a reference point for subsequent pan-
els. Working from an absolute reference point and using a level and 
T-square is the only way to remove the uncertainty of an uneven 
room from the process. Trying to do it a different way is possible if 
you are a perfectionist, but it can also become a slippery slope as you 
install successive panels across the installation space.

The second part of the application challenge is making sure that 
each panel is installed in proper position relative to the whole, and 

Working from an absolute reference point and using 
a level and T-square is the only way to remove the 
uncertainty of an uneven room from the process. 
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that there are no seams between panels.(We’ll talk more about that 
in Part 3 of this series).

Determining the Right Resolution for Images
Enlarging original images to the scale of wall murals most like-
ly goes beyond the scope of your everyday work. Although RIPs 
and Photoshop plug-ins such as Genuine Fractals or PhotoZoom 
Professional can work wonders enlarging photographs, it is essential 
that image files for wall murals have enough resolution to produce a 
clear image when printed at the final size. 

Whatever file size you start with, you must do some math to deter-
mine what the dpi will be when the image is enlarged to its final size.

Pros know that it is total file size that determines whether or not an 
enlargement will produce clarity. One long-standing rule of thumb 
has been to have 1.5 MB/sq. ft. of final image size, but that rule isn’t 
hard and fast. Most sources agree that the image will need to be a 
minimum of 100 dpi when enlarged to its final size, with 200 dpi 
optimal for fine-art subjects and closer viewing.  

However, other factors can shift the requirements up or down.  
Subjects such as nature scenes, textures and abstract artwork are 
generally more visually acceptable at lower resolutions. Subjects such 
as human faces, logos, and photos of small subjects are less visually 
acceptable at lower resolutions. 

When purchasing a stock image online, the files size specs should be 
clear on the website. However, images shot from many digital cam-
eras can be problematic. Although the file size might be sufficient, 
there may be problems with other elements of the stock photo, such 

Most sources agree that the image will need to be a 
minimum of 100 dpi when enlarged to its final size, with 
200 dpi optimal for fine-art subjects and closer viewing.
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as composition, color balance, and aspect ratio. As we mentioned in 
Part 1, image flaws that are not visible in small prints become glaring 
imperfections when enlarged to grand scale.  

In most cases, the reviewers that accept images for stock-photo sites 
aren’t thinking about what the image would look like as a wall mural. 
Most stock agency photo editors evaluate images on how the might 
look in websites, presentations, magazine articles, marketing collat-
eral, and print advertisements. 

If you decide to go with stock imagery, one option is to use vector 
files instead of a photo. Or, you can use software utilities such as Live 
Trace in later versions of Adobe Illustrator to convert photo images 
into vector files.

If you would like additional information about choosing and enlarg-
ing images for optimal use in wall murals, a LexJet customer special-
ist can refer you to LexJet customers who have years of experience 
in both professional photography and wall mural production and 
installation. 
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Finishing, and InstallationPart 3

In Part 1, we talked about image and material selection. In Part 2, we 
looked at the importance of wall measuring and image resolution. In 
Part 3, we will talk about wall preparation, printing, finishing, and 
installation. As always, if you have additional comments and tips, we 
would appreciate your input.

If you plan to use LexJet’s WallPro wallcovering materials or LexJet 
Simple vinyls for large projects, we recommend hiring professional, 
trained installers. But if you are tackling a smaller-scale, less perma-
nent installation, these tips can help you do the job yourself—partic-
ularly if you opt to use Photo Tex PSA, which has a repositionable, 
reusable adhesive. 

Whether you hire a pro or install the mural yourself, it’s helpful to 
know what’s involved in installation so you can anticipate what types 
of challenges might arise during installation and take steps to make 
the installer’s job easier.   
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Preparing the Wall Surface
Before beginning the installation, it is imperative to take the time to 
properly prepare the wall surface—particularly if the mural will be 
permanent. 

Patch and smooth the wall. Dents, blemishes and other imperfec-
tions that may be barely visible when the wall is naked will tele-
graph in a most unpleasant way when the image is installed.  Old 
wallcoverings need to be removed and grease and dirt needs to be 
washed off with warm water. Any cracks or holes should be filled 
with spackling compound and sanded until smooth. For maximum 
adhesion, both initially and over time, it is important to make sure 
the wall is painted properly.

Wall Surface Preparation and Painting Tips:

 ■ Patch and repair the walls to make a smooth surface.

 ■ Properly prime the wall; two coats may be required.

 ■ Paint walls with semi-gloss silicone free paint.

 ■ Allow paint to dry minimum of five days for proper outgassing. 
Mural may bubble or lift without allowing enough time for paint 
to outgas.

 ■ Clean wall prior to installing mural. Freshly painted walls should 
be wiped down with a lint free cloth to remove dust. Existing walls 
should be washed with a mixture of 1 oz synthetic detergent per gal-
lon of water. Allow wall to dry a minimum of one hour.

Plan how to handle light fixtures and switchplates. If the mural is 
going to cover them for good, you need to deal with sealing the 

Overlapping panels at the edges is important for creating 
a seamless installation, because media can contract after 

drying as a result of changes in temperature and humidity.
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electrical lines and covering the outlet hole. If you are going to con-
tinue to use them, then you need to mark their coordinates so you 
can cut holes in the installed mural in order to reinstall the plates.

Printing the Mural Panels
The installation will go more smoothly and the final mural will look 
better if you pay attention to a few important factors while setting 
up and printing the job.

Setting Up Panel Sizes, Overlaps, and Alignment Marks: Many 
RIP software packages include utilities that make it easier to output 
multiple panel jobs. Some RIPs let you vary panel sizes, set overlap 
dimensions, and place alignment marks according to your prefer-
ence. In Photoshop, the process is more hands on.

Overlapping panels at the edges is important for creating a seam-
less installation, because media can contract after drying as a result 
of changes in temperature and humidity. Overlap controls in RIP 
software allow you to select an overlap that corresponds to the print 
media type as well as your own preferences. Typical overlap dimen-
sions range from ¼ in. to 2 in.

Ensuring Color-Consistent Panels: The other significant challenge 
with mural output is maintaining color consistency across the entire 
job.  It is especially important to minimize color variations between 
adjoining panels. There are two best practices that apply to almost 
any scenario:

 ■ Run the entire job at the same time. The reason for this is that tem-
perature, humidity and other factors affect the way inkjet print heads 
perform, so there can be differences in output characteristics from 
one day to the next. 

 ■ Run the entire job on the same batch of media. Even the best man-
ufacturers’ product can have slight variations from batch to batch. 
These variations can affect some color characteristics in the final 
prints.
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If you are seeking perfection, there is an additional practice that can 
further improve your color consistency between panels. Due to the 
fact that inkjet printers can vary across the width of the printer, there 
can be advantages to rotating panels 180 degrees in alternate col-
umns. This means that panels in every other column will be printed 
upside down. When the panels are reassembled in the mural, the 
edges that abut will have been printed on the same side of the print-
er, equalizing any color variations across the printer. While some 
RIPs allow you to perform this task automatically, most will require 
you to do it manually.

Finishing the Mural
For most applications, a protective finish isn’t required. But if you 
know that the mural will be installed in a location in which the 
walls will be repeatedly touched, you may want to consider adding a 
layer of protection. LexJet’s WallPro materials can be protected with 
liquid coatings such as LexJet’s Sunset Coating. LexJet Simple Flo 
Wrap vinyl can be protected with LexJet GraphicsGuard pressure 
sensitive laminating film.   

Installing the Mural
Unless you embrace risk as a lifestyle, the only way to guarantee an 
accurate installation is start with a few common-sense procedures. 

 ■ Begin the application process by lining up the mural panels in po-
sition on the floor. This is a good time to check one more time for 
flaws or printing errors. 

 ■ Use a carpenter’s level, T-square or plumb line to mark accurate 
guidelines on the wall with a pencil or chalk line. Ideally, these 
guidelines should be planned to line up with the marks you print on 
each panel. But even if you decide not to print alignment marks of 
the panels themselves, you still need to mark guidelines on the wall.
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 ■ Mark your initial starting point on the top left of your area, then 
use your carpenters level and tape measure or steel ruler to mark the 
location of the right edge of your first panel column. 

 ■ Mark a straight and perfectly vertical guideline. The most effective 
method of making long straight vertical lines on a wall is to use a 
plumb bob and chalk line. A plumb bob is a simple but effective tool 
that uses gravity to establish a vertical line, in this case a weight that 
hangs from a string. Suspend the plumb bob from your top mark 
and when it stabilizes, mark the bottom reference. If you don’t want 
to use a plumb bob, then you will need to locate these two marks us-

ing a carpenters level and T-square. Once you have made the marks, 
a chalk line is the best way to make an accurate line. A chalk line is 
a small, teardrop-shaped case filled with blue or orange chalk and a 
heavy string wound up inside. There is a metal tab on one end for 
pulling out the chalk-coated string out, and a reel on the side for 
winding the string back in. To use it, hold the string very taut at both 
ends, then pull the line straight back five or six inches and let it snap 
back. This will leave a clean straight line of chalk. If you’d prefer not 
to mess with a chalk line, then draw a pencil line using a level and 
long steel rule.  

DeCrescente Distributing 

printed brand graphics on 

PhotoTex PSA to enhance 

the look of this convenience 

store and deli.
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Remember, the most critical part of the installation is getting the 
left hand column panel/panels applied square and true. Whether the 
mural consists of a single strip or multiple panels, it’s worth the time 
to do this part right.

If you are using LexJet’s WallPro SUV wallcovering material, here 
are the steps a professional installer would use: 

 ■ Lay the first panel face down and evenly apply a thin coat of wallpa-
per adhesive to the back of the panel using a foam roller or pasting 
brush and brushing out from the center. Also apply a thin coat to the 
respective wall section.

 ■ Don’t apply the paste too thick. This can cause the paper to become 
soaked and could cause a tear.

 ■ Once the panel is applied, check the alignment marks and double 
check with the carpenter’s level. 

 ■ Working from the top down, use a damp sponge or smoothing brush 
to lightly smooth out any bubbles or wrinkles. Avoid applying too 
much pressure to the surface. 

 ■ Finally, wipe the panel with a clean, damp sponge to remove any 
paste that may have gotten on the mural.

 ■ Continue methodically, but don’t rush. It is important to continue 
checking positioning as you go, because coming back to fix an earlier 
panel means ripping up everything back to that point, and printing 
more panels. 

The most critical part of the installation is getting the left 
hand column panel/panels applied square and true. 
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Other helpful tips
 ■ Try to finish the installation job in one session so that any drying 
and shrinkage that might occur in the wallpaper material takes place 
on all panels at roughly the same time. 

 ■ Keep the room temperature between 60 to 75 degrees Fahrenheit. 

 ■ Minimize drafts. 

 ■ Wait until the entire mural is applied before you trim the outer pe-
rimeter with a razor knife. 

If there are additional tips you’d like to submit, or if you have any 
additional questions you’d like us to address in this series, contact a 
LexJet customer specialist.

And, if you’ve completed a successful installation, send us a picture! 
We love seeing the many creative ways customers are using LexJet 
materials.  


